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GRETACODER" 905
POCKET CIPHERING UNIT

:

The GRETACODER® 905 is a unique solid-state pocket size ciphering unit. It is an off-line device to
manually encipher and decipher messages character by character.
State-of-the-art technology and design have reduced the overall dimension of the GRETACODER®
905 to such an extent that it can easily be carried along like an ordinary pocket calculator. Its small
power consumption allows continuous operation from regular batteries for many hours. Recharge
able batteries are available on request.
The cryptological security is very high. The complete teletype alphabet (letters, figures, space and
punctuation marks) can be enciphered and deciphered. It is possible to use non-latin alphabets by
simply exchanging a mask containing the required characters. The cryptogram to be transmitted
contains letters only and may be sent without difficulties by cable, telex etc., preferably in 5 letter
groups.
Operating the GRETACODER® 905 is so simple that it can be learnt within a short period of time.
The very high reliability has been achieved by utilizing an electronic solution even for data entry
and display.
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Specifications

Dimensions:

Weight:

Temperature range:

Power:

Clear text alphabet:

Cryptogram alphabet:

Input and output of characters:

Cryptology:

197 mm wide
120 mm long
40 mm high

600 grams

Operating—20° to +55 °C
Storage—40° to+70 °C

4 batteries, 1,5 V, type UM-3 (SIZE AA)
rechargeable batteries and charging unit on request

Complete latin teletype alphabet with all characters
(letters, figures, space and punctuation marks)
non-latin alphabets on request

Letters only

32 LED (light emitting diodes)

Advanced ciphering computer for high security requirements

Elementary key:
Elementary key diversity:

10 letters, determined by the user
Approx.1014

Auxiliary key:

Auxiliary key diversity:

10 letters, automatically generated by built-in random generator,
ahead of every new cryptogram
Approx.1014

Structure key:
Structure key diversity:

PROM (user programable read-only memory)
Approx.109
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Minimum period:

Displays and controls:

Options:

Approx. 108 characters

• LED-display for input and output of characters
• Switch for character entry selection
• Push button for processing a single character
• Mode selector with the following positions:

— Cipher
— Decipher
— Off

• Military-type case
• Power supply unit 220/110 V—
• Programing unit for PROM
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Specifications subject to change
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