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ELECTRONIC TYPEWRITER

ART. E118
USER'S MANUAL
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PARTS OF THE TYPEWRITER

1. ON/OFF SWITCH

10 3 2. SIGNAL LIGHT: ON ("»") - LIGHT
8 LOCK - BURNS STRONGER
5 9 3. CARRIAGE KNOBS
16 4. CARRIAGE RELEASE
5. PAPER BAR
\ 7 6. RIBBON CASSETTE COVER
7. RIBBON CASSETTE (COD. E113)
4 8. DAISYWHEEL
6 9. CASSETTE DRIVE SPINDLE
3 — 10. PAPER RELEASE
11. KEYBOARD
12. SPACE BAR
2 13. SHIFT KEY — ACTIVATES UPPER SYMBOLS ON
KEYS
1 14. LOCK KEY — ACTIVATES UPPER CASE LETTERS
15. UNDERLINE KEY
16. POWER JACK (d.c.)
1 o 13
S - 12
14
11 13
USING AN ADAPTOR WARNING! IF THE EXTERNAL FLEXIBLE CABLE
tdt:iﬁzz'.iigl&“g‘,g‘i;ﬁ:;jm% 3:&*&%%%‘&2%&%?&2&@ IS DAMAGED, IT MUST BE REPLACED BY THE
3323:}[2 not?0?r?ighs?;-)eéif{ggt?ocr’!rmﬁkrzaursttaogz)r-manenl damage MANUFACTUREH OR ITS AGENT' OR A OUALI-
to the typewriter and will result in non-existent or faint typing. FIED PERSON IN O RDER TO AVOID DANGER.

The adaptor is not a toy.

The adaptor must be regulary examined for domage to the cord,

plug, enclosure and other parts, and in the event of domage, the

toy must not be used with this adaptor

until the damage has been repaired. ©5.5x2,1x14 mm
—_— ]

INSTRUCTIONS TO PARENTS: TRANSFORMERS AND
Insert the the plug of the adaptor POWEH SUPPUES ARE NOT INTENDED TO BE USED AS
{35’;&%?55%%?5‘_2‘2!%’#"“"°“"eE[ - "] || TOYS, AND USE OF THESE PRODUCTS BY CHILDREN
b B s ok MUST BE UNDER STRICT PARENTAL SUPERVISION.

battery source of power.
For indoor use only N~
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Insert paper under the PAPER BAR as indicated, by

turning the KNOBS (buton 3) to put it

position. Level the sheet using PAPER RELEASE

(buton 10).

2.

in propper
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CARRIAGE to any desired position.
FORCING THE CARRIAGE MAY CAUSE
DAMAGE TO THE EQUIPMENT!

CHANGING THE RIBBON CASSETTE:

Return the CARRIAGE to correct position Align the paper line. (buton 4)

to begin a new line. CARRIAGE RELEASE
(buton 4) will allow you to move the

2. Insert thenew cassette.

3. We recommend that you turn the cassette drive
spindle clockwise to facilitate the union of the
cassette mechanism with that of the typewriter

SHIFT and LOCK

If you press and hold down the SHIFT
key, the machine will print upper case
letters (A), or upper carracters on number
and symbol keys (1, #, %). LOCK key will

SPECIAL FUNCTIONS

BOLD

Press and hold down SHIFT and LOCK
keys, then press D (in this order), to print
each of the characters twice. Repeating
this operation will cancel the function.

El-E3-0

lock this function for the bottom three

rows.Top row upper case characters are
activated only by holding down the SHIFT
ke

The signal light burns stronger when the
LOCK function is activated. To deactivate,
simply press the LOCK key again.

SPACING

Press and hold down SHIFT and LOCK
keys, then press S (in this order), to
automaticly leave a character spac after
each character typed. Repeating this
operation will cancel the function.

El-En-A8

UNDERLINE

Press and hold down SHIFT and LOCK
keys, then press U (in this order), to
underline each chracter. Repeating this
operation will cancel the function.
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ALL FUNCTIONS CAN OPERATE AT THE SAME TIME

MAINTENANCE: SAFETY TIPS:

1. BEFORE YOU DO ANY CLEANING, SWITCH
DISCONNECT THE ADAPTOR.

IMMERSE IN WATER.
3. AVOID CLEANING THE DAISYWHEEL UNLE:

NOT USE SOLVENTS.

2. CLEAN WITH DUMP CLOTH ONLY. NEVER USE SOLVENTS OR

NECESSARY. IF IT DOES BECOME NECESSARY, EXERT GREAT
CARE TO AVOID DAMAGE. WIPE THE DAISYWHEEL FACE VERY
GENTLY WITH COTTON PAD DIPPED IN RUBBING ALCOHCL. DO

4.1T 1S NOT NECESSARY TO OIL ANY PART OF THE TYPEWRITER.

THE UNIT OFF OR WATER

SS ABSOLUTELY VENTILATIO!

STORAGE

DO NOT use this typewriter near or in places where water is likely to com into contact with it.
OBJECT AND LIQUID ENTRY
Precautions should be taken so that objects do not fall on and liquids are not spilled into typewriter's
enclosures| th {‘ough openings.

Typewriter needs to recive proper ventilation.
EMPERATURE

Typewriter is sensitive to extreme temperatures. Avoid situating near heat surces such as radiators,

stoves or other appliances emanating heat. Similary, do not expose to extremely cold temperatures.

INACTIVITY PERIODS

Batteries should be removed when the taypewriter is left unused for a longer period of.time.

Typewriter should be kept free of dust. It is recommended to store the typewriter in its original packaging.

If you have any problems during typing, that you connot solve, reset
the typewriter by turning it OFF, wait seconds and then turn it ON again.




